
HD Video Conference Camera

AW 200 SERIES HD VIDEO CONFERENCE CAMERA

The AW 200 series camera offers perfect functions, superior performance; The features include advanced 
ISP processing algorithms to provide vivid images with a strong sense of depth, high resolution, and 
fantastic color rendition. Working stably and reliably; easy and convenient to install and maintain.
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AW 200 SERIES HD VIDEO CONFERENCE CAMERA
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Technical Specifications

Dimensions (Unit:mm)

Other

Input 5V

Input 500mA (Max.)

2.5W

,Humidity
-10℃～+60℃、20%～95%

,Hu

midity

-10℃～+50℃、20%～80%

Dimension（WXHXD） 102mm*46mm*30mm

0.15kg

Indoor

Accessory User Manual,

Input/Output

Video USB2.0 (power supply, upgrading )

Video Compression
Format

、YUV、H.264、H.265

Audio Input Built-in high 2 mics

Sensor High quality HD CMOS sensor

16: 9 2.07 s

Video Format
960x540/320x180/432x240/640x360/800x448/800x600/864x480/960x720/1024x576/
1280x720/1600x896/1920x1080/272x144/368x208/384x216/480x272/624x352/
912x512/424x240/640x480/320x240/160x120/P30

On/OFF

0.5 Lux (F1.8, AGC ON)

Exposure could be support

View angle

Focal

Focus

Aperture

Minimum

Exposure

Video A balance mode, Gain,

SNR >50dB

Camera s

113°(D) / 109°(H) / 57°(V)

2.90mm

GSTIN No. : 07AABCT7526N1ZW        MSME No. : UAM DL03A0007567        CIN No. U31909DL2001PTC112594

17, Upper Ground Floor, DLF Industrial Area, Moti Nagar,  
New Delhi-110015
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